
18 19

Forbo FloorCare method

Cleaning after installation

Periodic maintenance 

Общая толщина ISO 1765

Применение EN 1470

Длина рулона

Ширина рулона

Состав ворса -слой износа 

Подложка

Конструкция

Вес ворса слоя износа

Общий вес ISO 8543

Токорассеивающие свойства ISO 10965

Поглощение ударного шума ISO 140-8

Звукопоглощение EN ISO 354

Устойчивость к роликам мебели EN 985

Цветостойкость ISO 105/B02

  Воздействие воды ISO 105/E01

      Истирание влажной поверхности ISO 105-X12

      Истирание сухой поверхности ISO 105-X12

 Все коллекции иглопробивного ковролина соответствуют норме EN 14041

Огнестойкость EN 13501-1

Противоскольжение EN 13893 

Генерирование статического заряда ISO 6356

Теплопроводность ISO 8302

7
EN 14041

1

G

9

,

.

.

s

q

g

p

R

Z

L

e

Forte / Forte Graphic

ок. 6,5 мм

класс 33

ок. 30 м

200 см

100% Полиамид

100% перер.полиэстер

полностью пропитан

ок. 750 гр/м2

ок. 1,5 кг/м2

≤ 107 Ω

22 дБ

α
w

 = 0,20 (H)

Устойчив 

> 6

> 3-4

> 3

> 3-4

Bfl-s1   

DS ≥ 0.30

≤ 2 кВ

0,07 м2  K/В

Markant / Markant Graphic Akzent

ок. 5,5 мм

класс 33

ок. 30 м

200 см

100% Полиамид

100% пер. полиэстер

полностью пропитан

ок. 600 гр/м2

ок. 1,2 кг/м2

≤ 107 Ω

21 дБ

α
w

 = 0,20 (H)

Устойчив 

> 6

> 3-4

> 3

> 3-4

ок. 5,0 мм

класс 33

ок. 30 м

200 см

80% полиамид / 20% полипропилен

100% пер.полиэстер

полностью пропитан

ок. 500 гр/м2

ок. 1,0 кг/м2

≤ 107 Ω

20 дБ

α
w

 = 0,20 (H)

Устойчив 

> 6

> 3-4

> 3

> 3-4

Bfl-s1 

DS ≥ 0.30

≤ 2 кВ

0,06 м2  K/В

Bfl-s1 

DS ≥ 0.30

≤ 2 кВ

0,05 м2  K/В
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Технические характеристики иглопробивной ковролин
Все продукты ниже удовлетворяют норме 	EN	14041

Regular cleaning

•	Vacuum clean	the	floor	using	an	upright	vacuum	cleaner	with	powered brush
•	Remove	stains	or	spills	locally	using	clean	warm	water
•	Remove	excess water
•	Allow the	floor	to dry

•	Vacuuming
Regular	vacuuming,	using	an	upright	vacuum	cleaner	with	a	powered	
brush,	is	the	essential	first	step in	the	upkeep	of	the	installation.	
Heavy	traffic	areas require	more frequent vacuuming	than	those	areas	
which	are less	frequented.

•	Spot and	stain	removal
A	daily	spot	and	stain	removal	process should	also	be	implemented	
using	a	neutral	spotting	detergent.	The stain	should	not	be	allowed	to	
dry	as	this	can	make	removal	more difficult.

Vacuuming will	not	easily	remove oily	residues from needlefelt nor	the	
balance	of	dry	soiling.	Systems	have	been	developed to maintain	appearance	
longer	and	remove some	of	the	soiling.	These systems allow needlefelt to be	
maintained	on	a	periodic	basis:
•	Rotary	shampoo:	using	rotating brushes	and	a	crystallising	shampoo.




